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POLYWHITE® Product Instructions 

 

  

Product introduction 

POLYWHITE® is a water-based digital printing PU Vinyl,  

which is a patented product exclusively developed by our 

company. It is a heat transfer film that can be printed with 

water-based inks (we also have product which can be printed with 

solvent-based ink). Through the printing, cutting, weeding, 

positioning, pressing, printed POLYWHITE® can be transferred 

onto all kinds of fabrics, garments and other substrates cannot be 

directly printed. Therefore, POLYWHITE® is a supplementary 

material and process to white ink and screen printing backup 

white for digital printing on dark fabric. The prints is colorful, 

matte, high precision, good color fastness, elastic with excellent 

wash fastness. It is one of most environmentally friendly, 

economical and easy-to-use products in the market.  

Materials: PU, PET 

Width: 40 cm, 50 cm, 60 cm, 75 cm, 100cm 

Color fastness: level 4.5 (dry), level 4.5 (wet) 

Light fastness: level 7 
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Application steps 

 

01 Printing 

 

Print on POLYWHITE® with our water-based inks. 

 

 

02 Drying & cutting 

 

Cut the edge precisely. 
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03 Remove waste 

 

Weeding waste 

 

 

 

 

04 Positioning 

 

The positioning tape is attached to the front  

 

 

 

05 Pressing 

 

Place the prints on the garment, heat press for 15 

seconds at 155-165°C 4KG pressure.  

 

 

 

 

06 Remove film 

 

Cold peel 
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Precautions 

 

1. Printing 

(1) Be sure to check the ink volume before printing. 
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(2) Do not wrinkle the POLYWHITE® before printing, and keep away from sweat or oil. 

(3) Before pressing, make sure that the garment is dry and flat. 

 

2. Washing 

(1) Wash the garment inside out after hot pressing for 24 hours. 

(2) Do not use strong detergents such as bleach. 

(3) Do not soak for too long. 

 

3. Use, storage, and packaging 

(1) Do not touch the surface of POLYWHITE® by hand. 

(2) Please seal it to keep away from moisture. 

(3) Please keep away from impurities. 

(4) Please keep away from alcohol and oil products. 

(5) The life-time at room temperature is 1 year. 
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Disclaimer 

 

The above information is based on the current knowledge and experience of Polytech (Shenzhen) 

Inc. Before use, please do comprehensive testing according to your requirements before applying it 

for large-scale production. Polytech (Shenzhen) Inc. does not bear any consequences due to wrong 

process conditions, application media, and others nor does it assume related legal responsibilities. 

If you have any questions, please contact our Technical Department: Tel: (+86) 0755-2221-2376; 

E-mail: info@poly-mt.com 

 


